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“* ™~ RISK MANAGEMENT PLAN {40CFR63)
applicability to the: )
K.1515 WATER TREATMENT PLANT

i
i

THRESHOLD: The 40CFR68.130 threshold for chlorine is 2500 pounds. Current process
configuration consists of twoa 1-ton containers with oric serving as a ready sparc. The curreat
configiration of 4000 pounds plns pipe capacity mests the regulatory requirements for risk
management planning uader the EPA Risk Managgment Plan (RMP) Rule. Compliance js
reqm.red by June 22, 1999, and compliance planm.ug would naed to begin much sooner.

THRESHOLD CONTROL OPTIONS: Adminisrative mnrmls 1o h.m.lt the ammomt of chemical
in a process are allowed, and they will be considetad in the early stages of planning for
compliance. For clarity, however, a risk managcmcnt planning schedule will be followed
unless/until replaced by satisfactory admimistrative cantrol plans, which would require
revised process safety documentation. In addmnn, risk management pla.nmng could be
curtailed by d:ﬁ.mtlvc p!a.ns 10 timn water plant op:ranuns over to the City prmr to Jupe 22,
199 9

RISK MANAGEMENT PLAN REQUIREMENTS. A gﬁnenc compliance plan on the ext page
identifies the componeats required to sarisfy the 40CFRS8 RMP Rule. It is important to note
that existing process safety documentation will fuitially satisfy the Accident Prevention
Program requircments, with review and only minér change, ie., the greatest time/cast
consuming parts of the RMP are done. Some additional requirements have besn
accomplished as part of the applicability review, leaving RMP documentation znd formal
demonstration of compliames with a.dmmwtranve deétails of 40CFRE3, i.c., common EMD -
EPA regulatory complance activities, with the pqsm‘blc excsption of 2 comprehensive

executive SUIMImary., i

IMPLICATIONS. Approximately three manmonths of Rlaﬁ: Management Program docwmentation
and compliance preparation over the next one to two years, but well within the technical

capabilities of cizrent operations, safaty and environimental personnel.
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40CFR63 COMPLIANCE PLAN

Phase I, Preliminaries
— Program-level datermination:

63.10(b)] Accidental release(s) offsita?
63.10(b)2 Worst-case distance fo endpoint?
63.10(b)3 Process-specific local response plag? .
63.12(b) Program 1 process? fIf ves, go to Il belcw]
63.12(¢) Program 2 process?

€8.12(d) Program 3 process?

~ Threshold Control Optiens (40CFR68.115)

— Program Management Stntcture (40CFR63.15) : .

Phase I, Development of Risk Management Plan Conponénts
—Hazard agsessments (40CFR68.22-47)

Worst-case scenatjo & Alternate worst-case scendrio.
Offsite impact ta population and environment.

- Accidcnt Prevention ngram

68.85  Process Safety Rqmts Raview
63.67 Procass Hazard Analysis Review
63.69 S.0.P, Review

68.71 Training Requirements Review .
63.73 Preventive Maintepance Review

68.75-87 (Additional Pgm 3 requirements)

« Emergency Response Plan ~ (40CFR68.95)

Phase . Risk Management Plan Administeative Compliafcs

— RMP consolidation and intsmal compliance audit_:
~- Preparation of Executive Summary (40CFR68.135)

H

- Facility Registration ~  (40CFR68.160) '
— RMP certification and Submittal (40CFRE2.150'4 185)



